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Contract Number: 78018

GENERAL NOTES

The contractor is advised that the existing PPC Deck Beams are in o
¢ Brg. — ~—C Pler . e @ Brg. deferiorated condition with reduced load carrying capacity. It is the
g- S. Abut contractors responsibility fo account for the condition of the beams when

N. Abut: } : : developing construction procedures.
- If the coniractor’s procedure for existing beam removal or placement of new
beams involves placement of cranes or other heavy equipment on the bridge,
a detalled procedure shall be submifted to the Engineer for approval. The
procedure shall include calculations, prepored and sealed by an Ifincis
Licensed Structural Engineer, verifying that the equipment and procedure used
will not oversiress the new or existing bsoms., To distribute load fo multiple beams
and protfect the existing surface, in alf cases a double layer mat of heavy timbers
shall be used at all times under crane tracks or wheels and any outriggers in the
down position. If necessary, shims shall be used under the crane mat to ensure
uniform confact with the underlying beams. If heavy equipment will be placed on
new PPC deck beams, the following shall be done prior to placement of the timber
mats:  placement and tightening of fransverse He assemblies, grouting and curing
the dowel rods 24 hours minimum ond grouting and curing the shear keys.

Any damage done to the bridge during beam removal shall be repaired by
the Confractor. Cost to be included in the cost of Removal of Existing

e : : . b PPC Deck Beams. .
P S S i ELEVATION pretee e FIARATIEPL . The Top surface of the beams shall be finished according to the IDOT Manual
s e L ST for Fabrication of Precast Prestressed Concrete Products.

Existing reinforcement bars extending into the removal orea shall
be cleaned, stroightened and incorporated into the new construction.

i ol ' Any reinforcement bars that are damaged during concrete removal
€ Brg 59°- 1% 59'-1% ¢ Brg. .z‘ha;/ be Irzpfceghwgh an fap;;?roved lbor splicer or anchorage system.
L . Abut. ost included wi oncrete Removal.
N. Abut & Pler f;-gr rfor:g 5?‘;‘; € S Abu P/aq dimensions and details relative to existing plans are subject to routine
____‘_._Z_.-—‘ detail this sheet. variations. The Confractor shall field verify existing dimensions and details
' daffecting new construction and make necessary approved adjustments prior
H A /A fo construction or ordering of materials. Such variations shali not be cause
> i} Beam 1 ! / Tor udditional compensation for a change in scope of the work, howsver, Hhe
N H SRR AR EEEEETECRECRRLEREE AR Cut WT section flush Contractor will be paid for the quantity actually furnished based upon the unif
= 5 ‘| Beam 2 ! J ; with removal line. price bid for the work.
# K R TN N R T ETTTITI I purg Reinforcement bars shall conform fo the requirements of ASTM A 706 Gr 60
5 © Y Beam 3 ' ! : (IL. Modified). See Special Provisions.
N 3 U USRI Lt e Aeeae e : Reinforcement bars designated () shall be epoxy coated.
N Beam 4 H ! P All structural steel shall conform to AASHTO Classification M-270 Gr. 36,
5 i beam i _ i N i _ by unless otherwise noted.
2 ' - i i ! : DESIGN STRESSES Temporary concrete barrier shall only be anchored info the overlay and
S N Beam 5 ! U SO : T e not into the PPC Deck Beams, ]
& I R G SIS AR v vereens i FIELD UNITS The cut strands at each beam end shall be given two coats of zinc dust
r:3 T :| Beam 6 ! ! H . fc = 3,500 psi spray or pa/:nr meeting the fequiremenfs of A$TM A780. The zinc dust
8 £ Hrerrrenreseessiei S R R T LR ST RN P PO PP PP P ‘: """""""""""""""""""""""""""""" fy = 60,000 psi (Reinforcement) spray or pg/nf shall be GDD/IBG: before{ corrosion appears and dllowed to
o ! Beam 7 ! : : d{‘y acco_rdmg fo manufacturer’s specifications prior to aqofher coat of
8: ] T LR TP STP PR TRPRPLR i. ................................................................................................... .} ................................................. : PRECAST PRESTRESSED UNITS zinc, This work shall be performed by the producer and included with
© | Beam 8 : : : fc = 5,000 psi the cost of the beam.
U S D R T E L L L T D AU A e : i = 4,000 psi
f's = 270,000 psi (%" ¢ low lax stronds)
/— Top of HMA Wearing Surface f'si = 201,960 psi (5" ¢ jow lax strands) .,
PLAN 6
1 ol = ) Max.
X ’ ‘ Concrete Removal
— Y o TOTAL BILL OF MATERIAL Saw ot T Jocation.
1" \— Top of Beam _g‘é‘% ITEM T _louanrryy I NN N
‘§ Removal of Existing PPC_Deck Beams Sq. Ft. 477 ’ ’ oo :
75 a PPC Deck Beams (27" Depth) Sq. F.| 477 s
59-7% 8 Hotmix Asphalt Surface Removal Sq. Yd. 3.8 Existing Beam—i—w
g Hotmix Asphalt Surface Course, to Remain ’ N
Y Mix "C* NGO Tons | 63 p )
: End of Beam Concrete_Superstructure cu. vd| 2.0 -
PC Mortar Fairing Course Foot 19
ANTICIPATEMH—IAL CAMBER DIAGR-M Waterproofing Membrane System Sq. Yd. 50 > v
Asbestos Bearing Pad Removal Each 3 o N T JES S xisting Beam
Remove_and Re-erecting Existing Railing | Foof 60 R . 7o be removed.
Protective Coat Sq. Yd, 18,6
Reinforcement Bars, Epoxy Coated Pound | 120 Cut lines of existing
Furnishing and Erecting Structural Steel | Pound 280 te rods.

BEAM REMOVAL DETAIL

AT TRANSVERSE TIES PLAN AND ELEVATION
F.A.S. RT. 2936

PULASKI COUNTY
SN 077-0016
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